
Brown

Blue
Load

(+)

(-)

Non-polarity
Sensitive

Load V+(-)

V-(+)
1

4
3

1 - Not Used
3 - Blue
4 - Black

Non-polarity
Sensitive

Load V+(-)

V-(+)

1

4 3

2

1 - Not Used
2 - Not Used
3 - Blue
4 - Black

V+(-)
V-(+)

2

1 3

4

1 - Not Used
2 - Not Used
3 - Blue
4 - Black

ends with S010/S011

ends with S010/S011

 Brown

Blue
Load

(+)

(-)

Non-polarity
Sensitive

Load V+(-)

V-(+)

1
4

3

1 - Brown
3 - Not Used
4 - Black

Non-polarity
Sensitive

V-(+)

Load V+(-)

1

4 3

2

1 - Brown
2 - Not Used
3 - Not Used
4 - Black

Brown

Black

Blue

(+)

(-)

Load

V+

V-
1

4
3

1 - Brown
3 - Blue
4 - Black

Load

(-)

(+)1

4 3

2

1 - Brown
2 - Not Used
3 - Blue
4 - Black

Load

(-)
(+)

2

1 3

4

1 - Brown
2 - Not Used
3 - Blue
4 - Black

Load

Brown

Blue

(+)

(-)

Black Load

V+

V-
1

4
3

1 - Brown
3 - Blue
4 - Black

Load

(-)

(+)1

4 3

2

1 - Brown
2 - Not Used
3 - Blue
4 - Black

Load

Brown

Black

Blue

(+)

(-)
Load V+

V-
1

4
3

1 - Brown
3 - Blue
4 - Black

Load

(-)

(+)1

4 3

2

1 - Brown
2 - Not Used
3 - Blue
4 - Black

Load

(-)

(+)

2

1 3

4

1 - Brown
2 - Not Used
3 - Blue
4 - Black

Load

(-)(+)

2

1 3

4

1 - Brown
2 - White
3 - Blue
4 - Not Used

Load

Brown

Blue

(+)

(-)

Black
Load V+

V-
1

4
3

1 - Brown
3 - Blue
4 - Black

Load

(-)

(+)1

4 3

2

1 - Brown
2 - Not Used
3 - Blue
4 - Black

Load

 Brown

Blue

(+)

(-) V-(+)

V+(-)1 - Brown
2 - Not Used
3 - Not Used
4 - Black

Load

1 2

4 3

Connector Wiring Diagrams
and Pin Out Charts

Load

(-)(+)

2

1 3

4

1 - Brown
2 - White
3 - Blue
4 - Not Used

Load



Brown

Yellow / Green

Blue
Load

L1

L2 L1

L2

1

2 3

1 - Yellow / Green
2 - Red / Black
3 - Red / White Load

(metal housing only)

Brown

Blue
Load

L1

L2

Yellow / Green

L1

L2

1

2 3

1 - Yellow / Green
2 - Red / Black
3 - Red / White Load

Brown

Yellow

Blue
Load

L1 (+) or (-)

L2 (-) or (+)

(metal housing only)

AC/DC

L1 (-) or (+)

L2 (+) or (-)

1

2 3

1 - Yellow / Green
2 - Red / Black
3 - Red / White Load

(metal housing only)

L1 (+) or (-)

L2 (-) or (+)

1

231 - Yellow / Green
2 - Black
3 - White

Load

Brown

Blue
Load

Yellow
(metal housing only)

L1 (+) or (-)

L2 (-) or (+)

AC/DC

L1 (-) or (+)

L2 (+) or (-)

1

2 3

1 - Yellow / Green
2 - Red / Black
3 - Red / White Load

(metal housing only)

L1 (+) or (-)

L2 (-) or (+)

1

231 - Yellow / Green
2 - Black
3 - White

Load

(metal housing only)

L1

L2

1

231 - Yellow / Green
2 - Black
3 - White

Load

(metal housing only)

L1

L2

1

231 - Yellow / Green
2 - Black
3 - White

Load

Brown
Black

Blue

(+)

(-)

Load

White
Load

N.O.

N.C.

N.O.

N.C.

(-)

(+)
1

4 3

2

1 - Brown
2 - White
3 - Blue
4 - Black

Load

Load

Brown

Black
Blue

(+)

(-)Load

White
Load

N.O.

N.C.

N.O.

N.C.
(-)

(+)
1

4 3

2

1 - Brown
2 - White
3 - Blue
4 - Black

Load

Load 1 - White
2 - Red
3 - Not Used
4 - Orange
5 - Black

(-)(+)

1

4

5

3

2

N.O.

N.C.

Load

Load

1 - White
2 - Red
3 - Not Used
4 - Orange
5 - Black

(-)(+)

1

4

5

3

2

N.O.

N.C.

Load

Load

Connector Wiring Diagrams
and Pin Out Charts

(metal housing only)

1/2”-20 UNF Micro AC (U Series Cable)


