
IO-LINK LED SIGNAL DEVICES

HTMSENSORS.COM

 HIGH VISIBILITY, BRIGHT
 NEARLY ENDLESS NUMBER OF POSSIBLE COLORS
 ADJUSTABLE BRIGHTNESS
 FLEXIBLE, COST-EFFECTIVE, EASY TO INSTALL
 FREELY CONFIGURABLE LIGHT FUNCTIONS VIA IO-LINK



TOLL FREE: 1-800-644-1756

HLT50B-IOL-S3 (shown) HLT50-IOL-S5 (shown)

IO-LINK LED SIGNAL DEVICES 
SPECIFICATIONS

DIAMETER 50 mm

LIGHT SOURCE LED

AVAILABLE COLORS

BUZZER (PART NUMBER INCLUDES ‘B’) 80 (dB(A) typ. @ 50 cm

OPERATING VOLTAGE 18-30 V DC

CURRENT DRAW
LED @ 24 V DC 175 mA 285 mA

BUZZER 20 mA

INPUT TYPE PNP

CONNECTION 5 Pin M12 A-coded quick connect

OPERATING TEMPERATURE 0 ºC to +50 ºC

IP RATING IP65 (with Buzzer, IP20)

HOUSING MATERIAL Aluminum

LENSE MATERIAL Polycarbonate

IO-LINK  IO-Link (V1.1, COM2 38.4 kBd, 2,300 µs)

©2023 HTM™ Sensors.

M12 QD

Dimensions

BK: black
BN: brown

BU: blue
GN: green

GY: grey
WH: white

YE: yellow
BK: black
BN: brown

BU: blue
GN: green

GY: grey
WH: white

YE: yellow BK: black
BN: brown

BU: blue
GN: green

GY: grey
WH: white

YE: yellowBK: black
BN: brown

BU: blue
GN: green

GY: grey
WH: white

YE: yellow

without buzzer - HLT50-IOL-S3 without buzzer - HLT50-IOL-S5

with buzzer - HLT50B-IOL-S3 with buzzer - HLT50B-IOL-S5



TOLL FREE: 1-800-644-1756

HL50-IOL-M12

IO-LINK LED SIGNAL DEVICES 
SPECIFICATIONS

DIAMETER 50 mm

LIGHT SOURCE LED

AVAILABLE COLORS

OPERATING VOLTAGE 18-30 V DC

CURRENT DRAW - LED @ 24 V DC 75 mA

INPUT TYPE PNP

CONNECTION 5 Pin M12 A-coded quick connect

OPERATING TEMPERATURE 0 ºC to +50 ºC

IP RATING IP67

HOUSING MATERIAL Aluminum

LENSE MATERIAL Polycarbonate

IO-LINK  IO-Link (V1.1, COM2 38.4 kBd, 2,300 µs)

©2023 HTM™ Sensors.

M12 QD

Dimensions

BK: black
BN: brown

BU: blue
GY: grey

WH: white

*Mounting Bracket: MB-HL50-A1 included.



TOLL FREE: 1-800-644-1756

HLSP HLSI

IO-LINK LED SIGNAL DEVICES 
SPECIFICATIONS

DIAMETER ([125 HLSP only], 250, 480, 700, 910) x 40 x 10

LIGHT SOURCE LED

AVAILABLE COLORS Indicator Segment (RGB), White

OPERATING VOLTAGE 18-30 V DC

CURRENT DRAW LED @ 24 V DC 125mA/210mA/380mA/560mA/730mA 305mA/650mA/1100mA/1520mA

ILLUMINATED LENGTH       95/220/440/660/870 220/440/660/870

INPUT TYPE PNP

CONNECTION 5 Pin M12 A-coded quick connect

OPERATING TEMPERATURE 0 ºC to +50 ºC 0 ºC to +40 ºC

IP RATING IP67

HOUSING MATERIAL Aluminum

LENSE MATERIAL PU, Crystal Clear (Window)

IO-LINK  IO-Link (V1.1, COM2 38.4 kBd, 2,300 µs)

©2023 HTM™ Sensors.

In Canada: 3419 Mainway, Burlington, ON  L7M 1A9 

In the USA: 1889 Maryland Ave., Niagara Falls, NY  14304

Toll Free: 1-800-644-1756

service@htmsensors.com  

1) Illuminated area
2) Lighting element (RGB)

3) Lighting element (white)

L1
L2

L3 L4

1) Illuminated area

L1
L2

Model L1 L2 Illuminated Area

HLSP-IOL-95-P12 125 115 95 mm x 30 mm

HLSP-IOL-220-P12 250 240 220 mm x 30 mm

HLSP-IOL-440-P12 480 466 440 mm x 30 mm

HLSP-IOL-660-P12 700 686 660 mm x 30 mm

HLSP-IOL-8700-P12 910 896 870 mm x 30 mm

1

Model L1 L2 Illuminated Area

HLSI-IOL-220-P12 250 240 220 mm x 30 mm

HLSI-IOL-440-P12 480 466 440 mm x 30 mm

HLSI-IOL-660-P12 700 686 660 mm x 30 mm

HLSI-IOL-8700-P12 910 896 870 mm x 30 mm

1 Lighting Element RGB - L3 Lighting Element  White - L4

110 mm 110 mm

220 mm 220 mm

220 mm 440 mm

220 mm 650 mm

2 3

Dimensions
HLSP

HLSI


